
Rhea-300 network appliance is  pre-loaded 
with the following software:

Quark Communications, Inc.:
InetSupervisor - Software Suite
BACnet IP driver
LNS LonWorks driver
OPC DCOM driver
OPC WebServices driver
Modbus Master RTU/TCPIP driver
Solidyne driver

Microsoft:
Windows XP Embedded (EAL 4+ Cert)
SQL Server - Database Server
Web Server

Distech Controls:
Lon Watcher software - LonWorks network 
management and programming - trial version.  

Hardware Platform
Intel 1.6GHz processor with 533 MHz system 
bus
1Gb RAM 
10/100 NIC
50Gb Hard Drive for trend, alarm, and 
application storage
Rear I/O: One Serial Port,  four USB, one VGA, 
one mouse port, one keyboard port, one audio

Chassis
Metal Enclosure
Dimensions: 259.5(W)x186(D)x58.5(H)mm
  10.2(W)x7.3(D)x2.3(H)in
Intended for indoor wall mounting only
Cooling: Case mounted fan

Optional Hardware Upgrades
FTT-10 LonWorks network interface
RS485 network adapter

Environment
Storage temp: 0°C - 50°C (32°F - 122°F)
Operating temp: 0°C - 40°C (32°F - 100°F)
Relative humidity: 5% - 95%, non-condensing

RHEA - InetServer
Personal computer hardware platform

- Web-Based Graphical User Interface
- Enterprice data collection and reporting

Rhea server is a hardware platform for hosting the InetSupervisor software suite.  
Rhea ships in a wall mount enclosure suitable for indoor equipment rooms. It is 
capable of serving web-based GUI for small controls networks. Users can seamlessly 
integrate LonWorks, BACnet, Solidyne with many legacy systems to provide unified  
real-time controls networks. The InetSupervisor suite includes an Open-Architecture 
browser-based graphical interface allowing users to view and manipulate underlying 
systems without the need of dedicated workstations or client software. 
Standard web development software can be used to create stunning graphics with 
standard images jpg, gif, png, bmp, swf, and many others. InetSupervisor technology 
updates data screens in background eliminating the need for page refreshes, 
maximizing the user experience. Rhea server provides a distributed system when 
multiple units are networked together for scalability and reliability. Multiple Rhea 
servers can be installed for schedule backup and redundancy purpose on a single 
network.

Order Options/Instruction
___ InetSupervisor license  Included with 300 point capacity, expandable
___ LonWorks LNS driver  Included with 300 point capacity, expandable
___ BACnet IP driver  Included with 300 point capacity, expandable
___ LonWatcher license  Optional
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